ROBO-25

OSKAR Robotic Welding Collector

Dimensions (in mm / inches)
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Please read and save these instructions. Read carefully before attempting to assemble,
install, operate or maintain the product described. Protect yourself and others by observing
all safety information. Failure to comply with instructions could result in personal injury
and/or property damage! Retain instructions for future reference.
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ROBO-25

OSKAR Robotic Welding Collector

FEATURES
Front View:

A. access door for loading and maintaining roll media
1. specification: 20”"W x 200°L (500mmW x 60mL), 10 micron
2. quantity: 1 roll
B. motor access door for maintenance
C. compressed air tank door
1. no. of valves: 2
2. compressed air requirement: 90 PSI
3. compressed air reservoir: 3.3 gallon
D. roll media convey chain maintenance door

E. magnetic solenoid valve maintenance door

F. blower housing and built-in noise reducer maintenance access door
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ROBO-25

OSKAR Robotic Welding Collector

Left Side View:

G. double roll media maintenance door for driving motors

H. drawers for easy access aluminum mesh pre-filters
1. filter installed: aluminum mesh that captures sparks and steel chips
2. specification: 750 x 385 x 22 mm
3. filter efficiency: 71.5 %
4. quantity: 2 pcs




ROBO-25

OSKAR Robotic Welding Collector

Right Side View:

I. maintenance access door to cartridge, air pipe, and fire hydrant

J. reverse air tank access door
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OSKAR Robotic Welding Collector

Back View:

N
N

K. access door for unloading and maintaining roll media

L. cartridge double door
1. filter installed: pleated cartridge filter that can be cleaned by push-button
pulse-jet cleaning of the cartridge filter from an air tank.
specification: @12.8” x 19.6"L (@325 x 500 mmL)
filtering area: 48 m? (516 ft?)
quantity: 6 pcs
polyester spun bond: polyester with TEFLON treatment & coating
air-to-cloth spun bond: 3.87
air-to-cloth 80/20 fr: 1.97 (optional filter media)
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M. clean out drawers:
1. external dust drawers for waste disposal
2. no exposure to dirty cartridges
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ROBO-25

OSKAR Robotic Welding Collector

Bottom View:

N. adjustable blast gates:
1. can switch on/off according to pollutant condition
2. specification: @6”
3. quantity: 12 pcs
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OSKAR Robotic Welding Collector

Optional Accessories
Top View:

optional HEPA housing
HEPA filters clean noxious fumes to provide a better work place. Our HEPA filters are rated at

99.97% 0.3 microns




